
 SPECIFICATIONS IC-F4029SDR

Frequency 

coverage

PMR 446 446.00625–446.09375 MHz*

Digital PMR 

446

446.103125–446.196875 

MHz*

Number of 

channels

PMR 446 8ch

Digital PMR 

446
16ch

Channel spacing 12.5/6.25 kHz

Current drain

Tx High 0.5A

R

x

Stand-by
80mA(PMR 446)

115mA(Digital PMR 446)

Max. audio 350mA

Dimensions

(projections not included; W×H×D)

53×195×36.9 mm

(with antenna)

Weight (approx.) 320g (with BP-232N)

RF output power 500mW ERP

AF output power 500mW (typ.)

FUNCTION COMPARISON AND INTERNAL UNIT 
OPTIONS

 IC-F4029SDR

Number of option slots -

CTCSS/ DTCS

encoder
Available

(Analog mode)

decoder
Available

(Analog mode)

2-Tone
encoder -

decoder -

5-Tone
encoder -

decoder -

DTMF autodial -

DTMF decoder -

Voice Scrambler Inversion -

Non-rolling -



Rolling -

BllS 1200 -

MPT 1327 -

SmarTrunk II/3G -

LTR™ trunking -

Man Down function -

Intrinsically safe -

All stated specifications are subject to change without notice or obligation. 


