MODEL MP-33-N

10, 15, 20 Meter

High power, Light weight

3 Element

Mo measuring

Pre-drilled

Color coded

1B-8 & 300 sernes Stainless Stesl
2 Year warranty

|'|.I"||'a rranty

[Frequency, MHz I 28, 21, 14 ~
|P:}wer Rating, watts CW ” 1500 Jl
|iner Rating, watts S5B || 2500 ([ - |
|[Power Rating, AM/FM I 800 7]
|[Power Rating, RTTY/AMTOR I 600 |
|VSWR at frequency I 1.0/11n 1.6/1 |
|Furward Gain, dBd 10 meters ” U |
|F:}rward Gain, dBd 15 meters ” 8.8 |
|Fnrward Gain, dBd 20 meters || N\, 58 |
|Fr:}nt-tu-Back Ratio, dB 10 meters ” 20 |
|Frant-tu~-Back Ratio, dB 15 meters ”__ 20 |
|Frnnt-t:}-Back Ratio, dB 20 meters _ir 20 |
|[Boom Length _!l_ 12 ft I 3.66 m |
|Haximum Element Length —|_|: 28.87 ft || E.13 m |
|Turr|ir|g Radius ]i 14.75 ft || 4.50 m |
|I"Ia5t Size hardware (equipped) ]l 1.5 in || 3.81 cm |
|A55emb|ed weight '__“ 21 Ibs || 0.53 kg |
|Wind Surface Area [ 47sqft || 0436sqm |
|wind Load, EIA Standard 50 MPH [ sems 30.01kg |

|

|

|Rec&mmended Coax

Hyperflex 500 f RG-213

Mosley MP-33-N



